
CONSOLVE®

LET IT FLOW

THE SOLVENT WELD
A/C UNIT DRAIN ADAPTOR

DUAL SEALING RIBS

Condensate flows over the joints, not into the joints!Condensate flows against the critical unglued 
drain connection which is a common cause of leaks

CONSOLVE UNIT DRAIN ADAPTERRUBBER UNIT DRAIN ADAPTOR

SOLVENT WELDED 
3/4” (21.5MM) 
CONNECTION

MOST LEAKS OCCUR AT 
THIS 2ND CONNECTION

GUARANTEED
TO OUT-LAST 
THE LIFE OF 

THE UNIT

FOR MORE INFORMATION VISIT: WWW.TERLOK.COM

CONVENTION VS INNOVATION...

TOUGH ABS PLASTIC 
ENABLES A LEAK 
FREE SOLVENT WELD 
CONNECTION TO 
DRAIN PIPE

PREMIUM AUTOMOTIVE 
GRADE RUBBER IS 

GUARANTEED TO 
OUT-LAST THE LIFE 

OF THE UNIT
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AVAILABLE IN 2 POPULAR SIZES:

SMALL: 1” – ¾” (21.5MM)
MEDIUM: 1 ¼” – ¾” (21.5MM)


